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Abstract: A series of controlled water and gas experiments was undertaken on samples of Cal-
lovo-Oxfordian (COx) mudstone using a synthetic fluid and helium gas. Data from this study dem-
onstrate that the advectivemovement of gas throughCOx is accompanied by dilation of the original
fabric (i.e. the formation of pressure-induced microfissures) at gas pressures significantly below
that of the minimum principal stress. Flow occurs through a local network of unstable pathways,
the properties of which vary temporally and spatially within the mudstone. The coupling of vari-
ables results in the development of significant time-dependent effects affecting many aspects of
COx behaviour, from the gas breakthrough time to the control of deformation processes. Variations
in gas entry, breakthrough and steady-state pressures may result from the arbitrary nature of the
flow pathways and/or microstructural heterogeneity. Under these conditions, the data suggest
that gas flow is along pressure-induced preferential pathways, where permeability is a dependent
variable related to the number, width and aperture distributions of these features. This has impor-
tant implications for modelling gas migration through low permeability, clay-rich materials.
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In a repository for radioactive waste, hydrogen, car-
bon dioxide, nitrogen and hydrogen sulphide will be
produced through a range of processes, includ-
ing the corrosion of ferrous materials under anoxic
conditions, the radioactive decay of the waste, the
radiolysis of organic materials and water, and the
microbial degradation of organic materials (Rod-
well et al. 2003). Repositories for radioactive waste
are designed and engineered (based essentially on
ventilation and the specification of the waste) to
limit high hydrogen concentrations and avoid explo-
sive risks. In the French repository concept, hydro-
gen is the main gas that will be produced from the
corrosion of metals. The production of hydrogen is
anticipated to span in excess of 100 000 years post-
emplacement of the waste, over which time the gas
will move into the host rock through the combined
processes of molecular diffusion and bulk advec-
tion. Understanding these processes and the long-
term fate of the gas is therefore important in the
development of a geological disposal facility for
radioactive waste. In the French repository concept,
the Callovo-Oxfordian (COx) Formation, which is
classed as an indurated mudstone for the purposes
of this paper – although the actual clay content var-
ies depending on its location in the geological
sequence, as illustrated in Robinet et al. (2015) –
has been proposed as a candidate host rock for the
long-term disposal of the nation’s radioactive waste.
As such, much attention has focused on the Paris
Basin, where COx occurs as a thick unit (c.
130 m) of uninterrupted mudstones. Based on initial
surface measurements and from the direct observa-
tion of experiments housed in the Meuse/Haute
Marne Underground Research Laboratory con-
structed at Bure, NE France, the site appears to
offer very favourable conditions for the siting of a
repository, including a low hydraulic conductivity
(Harrington et al. 2012a; Cuss et al. 2014), small
molecular diffusion rates, a significant retention
capacity for radionuclides (Altmann et al. 2012)
and minimal seismic activity (Cara et al. 2015).
However, these properties, in particular the low
permeability of the host rock, can severely restrict
the movement of gas, which can thus accumulate
(Wikramaratna et al. 1993; Ortiz et al. 2002; Weet-
jens & Sillen 2006) until the pressure becomes large
enough to cause the gas to enter the surrounding host
rock (Harrington&Horseman 1999). Recent studies
(Horseman et al. 1996, 2004; Harrington & Horse-
man 1999;Angeli et al. 2009;Harrington et al. 2009,
2013, 2014; Cuss et al. 2014) suggest that in the case
of clay-based materials and, in particular bentonite,
the gas flows through a series of pressure-induced
pathways that open and close to allow its passage
through the system.
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To further understand the key processes govern-
ing water and gas flow through the COx, the French
radioactive waste management company, Agence
Nationale pour la Gestion des De´chets Radioactifs
(Andra) and the British Geological Survey under-
took a series of laboratory-scale tests on preserved
COx rock samples. Data from that study are pre-
sented here to illustrate the specific behaviour
regarding the key phenomenological processes
operating in the COx during water and gas flow.
Detailed explanations of the individual tests de-
scribed in this paper can found in Harrington et al.
(2014) (samples COx-1 and COx-2) and Cuss
et al. (2012) (samples SPP_COx-1 andSPP_COx-2).
This paper summarizes the salient observations
related to hydraulic properties and gas flow at key
stages, including consolidation, hydraulic flow,
gas entry and breakthrough, and steady-state gas
flow, and shut-in, self-sealing and fracture flow
behaviours. This paper represents the current state
of our scientific knowledge of advective flow behav-
iour, combining previous measurements with new
results from detailed laboratory tests and thereby
identifying gaps in our current understanding.
Basic theory
The equation of porewater flow is obtained by com-
bining Darcy’s law with the equation of fluid mass
conservation to give (de Marsily 1986):
Ss
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where Ss is the specific storage (m
21), ki is the
intrinsic permeability (m2), rw is the density of
water (kg m23), g is the acceleration due to gravity
(m s22), mw is the viscosity of water (Pa s), pw is the
porewater pressure (Pa), z is the vertical coordinate
(m) and Q is the rate of fluid volume injection per
unit volume of porous medium (s21). This equation
is solved here by the finite element method for an
axisymmetric two-dimensional domain subject to
specified head and specified flow boundary condi-
tions. Hydraulic head, h (m), is related to the pore-
water pressure by pw ¼ rwg(h2 z).
To model consolidation test data, it is necessary
to couple the porewater flow equation with equa-
tions for the stress–strain relationships. The pore-
water equation for this takes the form given by
Huyakorn and Pinder (1983):
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where f is the porosity, b is the fluid compressibil-
ity (Pa21) and u is the vector of solid phase displace-
ments (m). For the case of elastic plane strain, the
equations for the displacements are:
E
2(1+ n)∇
2u + E
2(1+ n)(1− 2n)∇(∇ · u)
−∇pw = 0 (3)
Here E is Young’s modulus (Pa) and n is Pois-
son’s ratio. Equations (2) and (3) are solved using
the finite element code STAFAN (INTERA 1983),
fitting E and ki to the asymptote and transient of
the cumulative outflow curve, respectively, mea-
sured during consolidation. Parameters derived in
this way represent bulk values with no directional
component.
In the case for the steady-state flow of gas as a
single phase in a porous medium, the equation
may be rewritten by combining the mass continuity
equation with a generalization of Darcy’s law:
∇ . rgkg
mg
∇(pg)
( )
= 0 (4)
where pg is the gas pressure (Pa), rg is the gas den-
sity (kg m23), kg is the effective gas permeability
(m2) given by kg ¼ krgki, where krg is the relative
permeability to gas, and mg is the gas viscosity
(Pa s). Assuming ideal gas behaviour and a constant
value for kg, equation (4) can be integrated along a
one-dimensional flow path to obtain an expression
for the flow rate at STP,Qst, in terms of the pressures
at either end of the path:
Qst = vmstkgA
2RTmgL
( p2gi − p2go) (5)
where nmst is the molar volume of the gas at STP, A
is the specimen’s cross-sectional area (m2), L is
the specimen’s length (m), R is the gas constant, T
is the absolute temperature (K), pgi is the gas pres-
sure at injection (Pa) and pgo is the pressure at outlet
(Pa). Although gas pressure pgo cannot be measured
directly in these experiments, it can be related to the
back-pressure of the water at the downstream end of
the specimen, pwo, by the relationship pgo ¼ pwo+
pco, where pco is the apparent capillary threshold
pressure.
Experimental systems and procedures
The basic permeameter consists of five main com-
ponents: (1) a specimen assembly; (2) a 70 MPa
rated pressure vessel and associated confining
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pressure system; (3) a fluid injection system; (4) a
back-pressure system; and (5) a PC-based data
acquisition system. Specimens are subjected to a
confining stress, with the injection platen located
on the base of the specimen. A novel feature of
the apparatus is the use of porous annular guard-
ring filters around the inflow and outflow filters
(Fig. 1a). The pressures in these two guard-rings
can be independently monitored and can be used
to provide additional information, such as pore pres-
sure evolution, hydraulic anisotropy and flow
symmetry.
Volumetric flow rates are controlled or moni-
tored using a pair of high-precision syringe pumps
operated from a single digital control unit. Move-
ment of the pump piston is controlled by a micropro-
cessor, which continuously monitors and adjusts the
rate of rotation of an optically encoded disc (gradu-
ated in segments equivalent to a change in volume
of .31.71 nl) using a DC motor connected to the
piston assembly via a geared worm drive. This
allows each pump to operate in either constant pres-
sure or constant flow modes. A program written in
LabVIEW elicits data from the pump at pre-set
time intervals. Testing was performed in an air-
conditioned laboratory at a nominal temperature
of 208C to minimize thermal noise in the data. All
pressure transducers were calibrated against a
known laboratory standard and corrections were
applied to the presented data, yielding coefficients
of determination (r2) .0.999.
Two variants of the apparatus were used (Fig.
1a). In the first, an isotropic confining stress was
applied to the sample with the data on volume
change derived by careful measurement of the con-
fining reservoir volume; see Harrington et al.
(2013) for a full description of the apparatus. In
the second triaxial system, the axial and radial
stress were controlled independently with the strain
continuously monitored (both axially and radially),
providing real-time data on the volume change of
the sample; see Cuss et al. (2014) for a full descrip-
tion of the apparatus. Radial strain was measured
orthogonally with sub-micron precision by three
‘dash-pots’ that contacted the outside of the speci-
men jacket directly at the mid-plane of the sample.
Fig. 1. Schematic diagram showing (a) isotropic and (b) triaxial test systems. The flow in and out of the sample
was controlled by high-precision syringe pumps. Each geometry was used to define the swelling/consolidation and
hydraulic and gas migration properties. The sample in the triaxial system was mounted horizontally.
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A small differential stress of 1.0 MPa was main-
tained between the axial and radial stresses
throughout each experiment to prevent the sample
going into extension.
To minimize the chance of slug flow during
gas testing, both permeants (gas and water) were
injected at the base of the specimen for the isotropic
system and from one end of the sample for the triax-
ial system, the latter being mounted horizontally. To
limit osmotic swelling of the specimen, a synthetic
porewater solution was prepared for use as the back-
pressurizing fluid and permeant during the hydraulic
test stages. Details of the hydrochemistry of the
interstitial fluid were provided by Andra (Gaucher
et al. 2007). During gas testing, helium was selected
as a safe substitute for hydrogen to measure the gas
transport properties of the mudstone. In situ (isotro-
pic) confining stress data were provided by Andra
and an initial confining stress of 12.5 MPa and a
back-pressure of 4.5 MPa were selected.
Four test plugs were prepared for isotropic test-
ing. The first two, designated COx-1 and COx-2,
were oriented with the plugs’ cylindrical axis per-
pendicular to the bedding, whereas the third, COx-3,
was oriented parallel to the bedding. The fourth
plug, designated COx-4, was initially prepared
perpendicular to bedding, but contained a natural
fracture spanning the full length of the core. How-
ever, the discontinuity retained some degree of
cohesion between the fractured segments and
remained ‘intact’ during preparation (Fig. 2). In
addition to these samples, two specimens designated
SPP_COx-1 and -2 were prepared for use in the
triaxial system using the outlined methodology.
Specimen SPP_COx-1 was subject to a detailed
hydromechanical stress path to define the point of
failure and has been reported previously by Cuss
& Harrington (2010, 2011); test SPP_COx-2 was
used to measure the hydraulic and gas transport
properties of the COx (Cuss & Harrington 2012).
Following initial re-saturation of the samples,
each test consisted of a sequence of test stages. A
consolidation stage involved incrementally increas-
ing the confining pressure and measuring the vol-
ume of fluid displaced while the back-pressure (and
injection pressure) were held constant. Constant
pressure hydraulic and gas stages were used to eval-
uate the intrinsic permeability, specific storage, gas
entry and breakthrough pressure, apparent thres-
hold capillary pressure and gas permeability. At the
end of hydraulic testing, a pressure recovery stage
allowed excess porewater pressures to dissipate.
Geotechnical data
Field sampling and subsequent transportation of the
core were undertaken with care to minimize damage
and desiccation. Cores were drilled perpendicular
and parallel to bedding from the underground labo-
ratory at Bure and shipped in specially designed
core holders, designated T-cells, in which the pre-
served core was subjected to an axial load imposed
by a strong retaining spring. Upon receipt of the
T-cells in the laboratory, the material was cata-
logued and stored under refrigerated conditions at
48C to minimize biological and chemical degrada-
tion. Test specimens were prepared by sub-sampling
the field material using a combination of dry core
drilling (with gas flushing and the vacuum removal
of fines), diamond slicing, surface grinding and
machine lathing. The curved surfaces of the speci-
men were covered with a thin coat of high-purity sil-
icone sealant to provide an effective seal between
the Teflon sheath and the rock surface. Off-cuts
from the coring process were weighed and oven-
dried to obtain an estimate of moisture content.
The dimensions, orientation and provisional geo-
technical properties of the specimen are given in
Table 1.
Consolidation data
To understand the consolidation behaviour of
COx, samples COx-1 to COx-3 were subject to a
multi-step consolidation test prior to hydraulic/gas
testing (Harrington et al. 2012a). The tests consisted
of an initial equilibration period, with the confining
pressure at 9.5 MPa and the porewater pressure at
4.5 MPa, followed by two steps up in confining
pressure to 11 MPa and then 12.5 MPa for samples
Fig. 2. Photograph showing natural fracture through
sample COx-4.
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COx-1 and COx-2 and to 11.5 and 12.6 MPa for
sample COx-3. The instantaneous flow rate and
net cumulative flow volume data were collected,
with the latter equating to volumetric strain. The
data show well-defined transient responses in the
back-pressure system for each increment in con-
fining stress.
An analysis of the consolidation data, based on
the total volume of fluid expelled from the specimen
at the end of each step, is presented in Table 2. This
analysis assumed an isotropic medium with param-
eters derived from the change in volume of the
sample for a change in confining stress. Values for
the drained bulk modulus obtained in this way are
reasonably high, ranging from 1490 to 2262 MPa.
These values suggest that the specimen has not
been subject to significant damage from de-stressing
during sampling, transportation or specimen prepa-
ration. Young’s modulus values ranged from 1764
to 2629 MPa. These values are lower than those
quoted by Gens et al. (2007), who suggested values
in the range 4000–5600 MPa. However, a signifi-
cant component of the difference probably relates
to the mode of measurement. The values presented
in this study were derived from the amount of cumu-
lative water displaced (reflecting the pore compress-
ibility of the mudstone, bp), whereas many quoted
values are derived from the direct measurement of
strain (including mineral and pore compressibility
terms). Although both methods of measurement
are valid, care should be taken in the selection of
parameters, which should reflect the specific prob-
lem under investigation.
Additional analysis of the consolidation tests
was undertaken using a finite element coupled
deformation and porewater flowmodel of the exper-
imental configuration. For these calculations, the
anisotropy of the permeability obtained from the
Table 1. Basic physical properties of specimens prior to testing
Specimen Orientation
to bedding
Length
(mm)
Diameter
(mm)
Moisture
content
(%)
Bulk
density
(Mg m23)
Dry
density
(Mg m23)
Porosity
(%)
Saturation
(%)
COx-1 Perpendicular 53.9 54.4 6.1 2.45 2.31 14.6 97
COx-2 Perpendicular 55.0 54.4
COx-3 Parallel 63.7 54.5 6.2 2.45 2.31 14.6 98
COx-4 Perpendicular 63.7 54.5
SPP_COx-1 Parallel 76.6 55.5 5.7 2.46 2.33 14.2 93
SPP_COx-2 Parallel 82.5 55.9 6.2 2.45 2.31 14.8 96
An assumed specific gravity for the mineral phases of 2.70 Mg m3 (Zhang et al. 2007) was used in these calculations. Data for COx-2 not
available as test is ongoing. Data for COx-4 is unavailable as the sample was sub-sectioned directly after testing for further analysis. Values
for COx-3 based on estimated dry weight derived from SPP_COx-2, which came from the same core barrel.
Table 2. Summary of results from consolidation tests
Stage no. Average
effective
stress (MPa)
Void ratio
(at end of
stage)
Volumetric
strain (%)
Drained
compressibility
bp/10
10 (Pa21)
Drained bulk
modulus
(MPa)
Young’s
modulus
(MPa)
Data for COx-1
1 5.0 0.175
2 6.5 0.174 0.07 4.4 2262 2629
3 8.0 0.173 0.16 6.4 1574 1870
Data for COx-2*
1 5.0
2 6.5 0.09 5.6 1759 2092
3 8.0 0.19 6.7 1490 1764
Data for COx-3†
1 5.0 0.171
2 7.0 0.170 0.11 5.3 1902 2340
3 8.1 0.169 0.16 4.7 2133 2381
Values for Young’s modulus are based on a Poisson’s ratio of 0.3 (Wileveau & Bernier 2008).
*Void ratio data is not available as test is ongoing.
†Values based on estimated dry weight derived from SS_COx-2, which came from the same core barrel.
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hydraulic tests (taken as 2.65) was used for each
sample and a value of 0.3 was assumed for Poisson’s
ratio (Wileveau & Bernier 2008). Then, for each
sample, the value of Young’s modulus was adjusted
to fit the magnitude of the net flow volume in each
step while the permeability was adjusted to fit the
transients. Because the code handles only two-
dimensional and axisymmetric configurations, the
test for sample COx-3 could not be analysed in
this way because of the parallel to bedding orienta-
tion of the sample. Table 3 shows the results of
these calculations.
Hydraulic behaviour
Following the consolidation tests, each isotropic and
triaxial sample was subjected to a constant pressure
hydraulic test, while the back-pressure and confin-
ing pressure were held constant. In each case, the
back-pressure was held at 4.5 MPa while the injec-
tion pressure was stepped up to 7.5 MPa and then
back down to 4.5 MPa. The data from these tests
were fitted using a finite element porewater flow
model and the results are presented in Table 4. How-
ever, pressure data from the injection and back-
pressure guard-rings were not used to calculate the
hydraulic anisotropy on this occasion as a result of
concerns relating to bypass flow across the platen
face from the guard-ring to the central filter. As
such, data from the guard-rings were used to esti-
mate the anisotropy of the formation and only the
estimated value for the axial component of the per-
meability is reported. This is in contrast with the
data presented in Harrington et al. (2012a), which
should be treated with some caution. In this way, a
more realistic estimate of hydraulic anisotropy
may be obtained from the average of the axial per-
meabilities from samples COx-1 and COx-2 for per-
meability perpendicular to the bedding and from
sample COx-3 for permeability in the plane of the
bedding. This gives an anisotropy of 2.5.
Gas transport through intact COx
Gas entry and breakthrough
Analysis of the data from isotropic and triaxial
experiments (Harrington et al. 2014; Cuss et al.
2014) found that the gas entry pressures exhibited
a degree of variability ranging from c. 1.0 MPa for
test COx-1 to .5 MPa in test COx-2. The analysis
of small precursor flows, observed in a number of
tests prior to gas entry and subsequent breakthrough,
indicated that these were aqueous in origin and were
predominantly derived from water displaced from
injection and the guard-ring filters. Post-test analy-
ses of sample saturation found no evidence of the
displacement of water from the original porosity
of the mudstone.
Figure 3 shows a compilation of gas break-
through data for the COx plotted against sample
thickness derived from measurements by different
researchers. Inspection of the data suggests do-
mains of behaviour, with the shorter samples,
which are prone to damage (during initial sampling
and sample manufacture), yielding generally lower
breakthrough pressures. The application of a high
confining stress to shorter samples appears to aide
pathway closure, suggesting both possible damage
and localization of the gas flow. However, this evi-
dence is circumstantial and further work is required
to understand the role of local heterogeneities within
Table 3. Summary of results of finite element modelling of consolidation tests
Sample Stage Kh (m
2) kz (m
2) E (MPa) Ss (m
21)
COx-1 2 10.6 × 10221 4.0 × 10221 1825 7.2 × 1026
3 9.0 × 10221 3.4 × 10221 1700 7.7 × 1026
COx-2 2 6.6 × 10221 2.5 × 10221 1600 8.1 × 1026
3 6.6 × 10221 2.5 × 10221 1450 8.9 × 1026
Table 4. Summary of results from hydraulic tests
Sample kz (m
2) Kh (m
2) Ss (m
21)
COx-1 1.8 × 10221 5.4 × 1026
COx-2 1.6 × 10221 6.0 × 1026
COx-3 4.5 × 10221 6.0 × 1026
COx_SPP-2 5.8–7.0 × 10221 13.0 × 1026
COx-1 and COx-2 were oriented perpendicular to bedding, while COx-3 and
COx_SPP-2 were parallel to bedding.
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the samples. At present, such features are likely to
bias data from shorter samples, leading to appar-
ently low gas breakthrough pressures. It is entirely
possible that the in situ gas breakthrough pressure
of COx is.5 MPa, as observed by Cuss & Harring-
ton (2012).
Inspection of the experimental data indicates that
the process of gas breakthrough is associated with
the time-dependent development of a network of
conductive pathways (Fig. 4). These localized fea-
tures appear to evolve over days, weeks or even
months before the system attains a true steady state,
even across the relatively short flowing distances
associated with laboratory specimens. As an exam-
ple of this phenomenon, data from test COx-2 are
shown in Figure 4a, which shows the gradual and
complex evolution in flow and guard-ring pressures
as gas begins to propagate across the sample. The
entire process from entry to final steady state takes
.200 days and is indicative of pathway dilatancy/
drainage rather than a classic macro-scale fracturing
process.
Further evidence of the processes involved dur-
ing gas breakthrough can be seen in Figure 4b
from triaxial test SPP_COx-2. Here the develop-
ment of flow is clearly associated with the change
in bulk volume of the sample, which radially dilates
to accommodate the passage of gas across the
sample. The amount of strain appears non-uniform,
providing additional evidence for the localization
of gas flow within the mudstone. As in Figure 4a,
the evolution in flow and strain occurs over a sig-
nificant period of time. The relationship between
gas pressure, total stress, volumetric strain and
their coupling to the number and distribution func-
tions of gas-induced pathways remains unclear.
However, the necessity for the mudstone to undergo
a change in volume to develop advective gas perme-
ability may account for the observed time-depen-
dent effects.
Steady-state flow and gas permeability
A number of flow tests were undertaken to specifi-
cally examine the apparent ‘drainage-imbibition’
response of the mudstone to define the relationship
between gas pressure gradient, flow rate, saturation
and permeability. In test COx-1, the injection pres-
sure was gradually increased in seven steps to define
the initial ‘drainage’ behaviour. This was followed
by two decreases in pressure to define the hysteretic
response during ‘imbibition’. Figure 5a shows the
flux and injection pressure data for test COx-1.
Inspection of the graph shows a number of clear
Fig. 3. Compilation of gas breakthrough data plotted against sample length. LML, Song et al. (2016); Mjahad
(2012); BGS-Laego, Cuss et al. (2014); CEA, Didier (2012); RWTH, Krooss & Alles (2008). The data suggest
domains of behaviour related to induced and or natural heterogeneities within the mudstone.
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events: major gas breakthrough, stage 9, occurs after
a significant period of time; the evolution of gas flow
significantly lags behind the change in gas pressure
gradient resulting in protracted flow transients; var-
iations in outflow, stages 11 and 15, suggest unstable
pathway flow; and hysteresis is observed between
the ‘drainage’ and ‘imbibition’ cycles. This latter
point is evident in Figure 5b, which clearly shows
the hysteresis between ascending and descending
flow cycles. The underlying cause for this hysteresis
remains unclear, but may relate to time-dependent
stress–strain processes associated with changes in
pathway aperture. However, Figure 5b indicates
that, as the gas pressure decreases, a residual net-
work of conductive pathways appears to remain
within the mudstone, stage 21. The longevity of
these features will be discussed in the following sec-
tion on shut-in and self-sealing behaviour.
Considerable data now exist indicating that the
pathways formed during the advective movement
of gas are both dynamic and unstable, opening and
closing in response to local changes in gas pressure
and its hydromechanical coupling with the fabric
of the mudstone (as reviewed in Harrington et al.
2014). These changes can be both rapid, signified
by spontaneous changes in the guard-ring pressure
and flow (Fig. 6a), or relatively slow, indicated by
the protracted flow transients observed following a
change in gas pressure gradient (Fig. 5a).
Close inspection of the data indicates that the
dynamic pathway behaviour continues even at
steady state and can result in the slow, progressive
erosion of gas permeability, leading to a zero flow
condition. This spontaneous loss of gas permeabil-
ity was observed in triaxial test SPP_COx-2 (Fig.
6b). Here the relationship between the creation of
Fig. 4. (a) Sample COx-2: material response during gas entry and subsequent breakthrough (GR, guard-ring). Zone
index: A, dewatering of IGR filter; A–B, migration of gas across the sample; C, outflow dominated by drainage of
water BGR filter; D, as BGR filter is drained of water, the gas pressure increases; and E, gas breakthrough occurs.
(b) Outflow and strain data during gas entry and subsequent breakthrough for sample SPP_COx-2. Data show
dilatant response of sample in the development of advective gas permeability.
J. F. HARRINGTON ET AL.138
gas permeability, signified by the development of
outflow, and the change in bulk volume of the
sample, is clearly evident. However, at day 320
the outflow spontaneously decreased for no appar-
ent reason, resulting in a reduction in permeability
and a protracted strain transient, the end-point of
which suggests that trapped gas within the sample
may have temporally altered the volumetric hyster-
esis of the sample. Such behaviour may be sympto-
matic of the movement of gas along a relatively
small number of unstable dilatant pathways, an
observation supported by post-test saturations that
show no measureable desaturation. This instability
in the number of conductive gas pathways and
the subsequent loss of permeability may be linked
to time-dependent changes in the fabric of the
structure.
The coupling between volume change and gas
flow was explored in a number of tests, in particular
COx-3, which examined the relationship between
the steady-state flow rate, the gas and porewater
pressure and its coupling to volumetric strain (the
latter derived from changes in confining system vol-
ume). In this test, consecutive increments in the gas
pressure gradient of 3 and 1 MPa were systemati-
cally applied to the sample by increasing either the
injection or back-pressure values (Fig. 7a). This
was followed by decreases in pressure, remapping
the original ‘drainage’ curve. An initial analysis of
the data (Fig. 7b) appears to show no obvious trend
Fig. 5. (a) Gas flow rates at the injection and back-pressure filters during gas injection test COx-1. The large spikes
in injection flux relate to the compression of the gas phase during constant flow rate test stages. (b) Cross-plot of
flow in and out the sample plotted against excess gas pressure. The hysteresis between ascending and descending
flow cycles is evident in the data.
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linking the steady-state flow rate to the average
effective stress, seff, defined for the purposes of
this paper as:
seff = s− (pgi + pwo)
2
(6)
where s is the total stress (Pa), pgi is the pressure
of gas in the injection system and pwo is the external
water pressure. In reality, the pwo term should be
replaced by pgo, reflecting the elevated gas pressures
inside the sample at the downstream end of the
core. Although no pco value was available, its inclu-
sion would have no effect on the relationships
observed, but would simply shift the data left in
the stress space in Figure 7.
However, when the volumetric strain was sub-
stituted for the flow rate (Fig. 7c), a clear trend
emerged where the volume change was an integral
component in the development of flow and
therefore gas permeability. Although this method
of volumetric strain determination is rather crude,
it appears that much, if not all, of the strain is recov-
ered during the course of the test. This observation
corresponds well with the data derived from the
more detailed triaxial testing (Fig. 5b).
In contrast with the hysteresis data presented in
Figure 5b, flux across the sample reduced slightly
after stage 16, which suggests that the magnitude of
the volumetric flow rate across the sample was also
dependent on the absolute values of the gas and
porewater pressure, rather than simply the differ-
ence between the two. This potential history and
pressure dependence of gas flow in COx is not
understood and remains absent from current model-
ling approaches.
The importance of the absolute values of gas and
water pressure emerges still further in Figure 7d,
which shows a cross-plot of gas permeability against
average effective stress. The incremental/decre-
mental changes in porewater pressure, in order to
Fig. 6. (a) Pressure from the injection, back-pressure, and guard-ring filters during the initial drainage phase of test
COx-1. (b) Outflow and strain data from triaxial test SPP_COx-2 showing the coupling between the creation of
conductive gas pathways and the bulk volume change of the sample (-ve strain ¼ volume expansion).
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reduce the gas pressure gradient to 1.0 MPa, have a
far stronger influence on the apparent permeability
than when the injection gas pressure alone is simply
increased/decreased. This suggests that the reduc-
tion in average effective stress that accompanies
the reduction in gas pressure gradient from 3.0 to
1.0 MPa has an important effect on absolute perme-
ability and that the reduction in effective stress may
actually enhance pathway dilatancy.
The general response of sample COx-2 is in
contrast with the data from triaxial test SPP_COx-2
and the repeat gas breakthrough pressure of test
COx-2. As such, further work on hydromechani-
cal–gas permeability coupling is required to better
understand the typical response of COx to the
migration of gas.
Shut-in and self-sealing behaviour
To estimate the apparent capillary threshold value
(i.e. the point at which gas ceases to be mobile
within the clay), the injection pump was switched
off in test COx-1, stage 22 (Fig. 5a) and the excess
gas pressure was allowed to decay. Figure 8a
shows the slow time-dependent decrease in pressure
as the permeability within the sample deceases (this
is similar in form to the change in outflow noted in
Fig. 6b as flow spontaneously decreases). The length
of the transient is a direct consequence of the non-
linearity in the gas flow law. However, an estimate
of the transient length can be obtained using the
governing differential equation for axial flow (Har-
rington & Horseman 1999):
Vgi
dpgi
dt
+ pgi dV gi
dt
= B( p2go − p2gi) (7)
where pgi and Vgi are the pressure and volume of gas
in the injection system, pgo is the sum of the external
water pressure (pwo) and the apparent value of
matrix suction (pco) and B is a transport variable
given by
B = kgAs
2hgLs
(8)
where kg is the effective gas permeability, As is the
cross-sectional area, hg is the viscosity of the gas
and Ls the length of the specimen. The solution to
the governing differential equation during the
shut-in stage (i.e. when the injection pump is set
to zero flow rate) gives:
pgi = pgo ( pgi0 + pgo)exp(Ht) + ( pgi0 − pgo)( pgi0 + pgo)exp(Ht) − ( pgi0 − pgo)
[ ]
(9)
where pgi0 is the initial pressure of gas in the injec-
tion system, t is the elapsed time from stopping the
pump and H is given by:
H = 2B pgo
Vgi0
where Vgi0 is the volume of gas at the start of
the shut-in. Using this solution, a good fit to the
data (Fig. 8b) was achieved with the following
parameters: As ¼ 3.142 × 1024 m2 (equates to the
cross-sectional area of the central injection and
back-pressure filters); kg ¼ 2.55 × 10221 m2; and
pco ¼ 0.5 × 106 Pa. Note this value is 0.5 × 106
Pa smaller than that quoted in Harrington et al.
(2012a), which was incorrectly cited. Although
these may not be exactly correct, this technique
can be used to produce an estimate for the expected
duration of the test stage. Assuming that the condi-
tions and material properties remain constant
(which is a significant assumption), Figure 8b sug-
gests that stage 22 may take around 680 days to
reach an asymptote.
To examine the impact of gas migration on the
hydraulic permeability of the mudstone and poten-
tial self-sealing behaviour, a second hydraulic test
was undertaken on test COx-1 (Fig. 9). Although
difficulties were encountered in modelling the
data, probably because of the effects of residual
gas in the sample and testing system, the axial per-
meability was estimated to be 1.65 × 10221 m2
with a specific storage value of 4.5 × 1025 m21.
For comparison, the hydraulic test conducted prior
to gas injection yielded good fits to the model with
an axial permeability of 2.0 × 10221 m2 and a spe-
cific storage of 5.4 × 1026 m21. As such, there
appears to have been only a small change in perme-
ability because of the migration of gas, but an order
of magnitude increase in specific storage. As indi-
cated earlier, this is probably the result of the effect
of residual gas within the sample pore space, clearly
demonstrating that gas has fully penetrated the fab-
ric of the clay. This may also explain the length of
the hydraulic transient, which is significantly longer
after the injection of gas (Fig. 9).
To further examine the self-sealing capacity of
the COx, a second gas injection test following a
simplified pressure history was undertaken. Analy-
sis of the data (presented in Harrington et al.
2014), provided clear evidence for the spatial and
temporal evolution of dynamic and unstable gas
pathways. However, a cross-plot of flux v. excess
gas pressure at steady state (Fig. 10) indicates little
change in behaviour between test cycles, suggest-
ing that the hysteresis observed between ascending
and descending flow rates has been significantly
reduced by the re-injection of water. Under these
conditions, this observation suggests that gas has
little permanent impact on the structure and fabric
of the clay.
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Evidence of desaturation
Initial attempts to undertake amass balance between
the inflow and outflow during the drainage and imbi-
bition cycles to estimate the change in saturation as
a function of gas pressure gradient proved unsuc-
cessful. Even taking a conservative approach to
the calculation predicted unrealistically high gas
saturations for relatively minor changes in excess
gas pressure. This result directly contradicted the
post-test measurements of sample desaturation,
which uniformly showed post-test water saturation
of 100%, i.e. no measureable desaturation. These
results appear to confirm observations suggesting
that dilatancy is a necessary component of advective
gas flow through the COx. Analysis of volumetric
strain data further supported this hypothesis, show-
ing a clear correlation between gas permeability
and bulk volume change of the sample.
Localization of flow
Following the completion of test COx-1, the sample
was submerged in glycerol and gently heated to
Fig. 7. Data from isotropic test COx-3. (a) injection, back-pressure, guard-ring (GR) pressures and outflow plotted
against elapsed time. (b) steady state flow rate v. average effective stress.
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promote the release of gas. Figure 11a, b show two
images of gas discharged from the injection and
back-pressure faces of the sample. Visual inspection
clearly indicates a lower density of gas pathways
on the injection face compared with that of the
back-pressure end. Intuitively, this is to be expected
and is symptomatic of an expanding network of
pathways that fan out as they propagate through
the core. It should be noted that a control sample
of COx was also tested that had not undergone gas
testing and no gas bubbles were seen to be expelled
from the sample on heating.
To examine these zones in more detail, the sam-
ple was placed in a scanning electron microscope.
Images taken from the face of the sample in a
number of areas where bubbles were both absent
and present appear to show the presence of localized
microcracks (Fig. 11c, d, respectively). However,
Fig. 7. (Continued) (c) cross-plot of volumetric strain versus average effective stress. (d) gas permeability for each
test stage showing the sensitivity to pco at low gas pressure gradients and indicating gas pressure gradient alone is
not the only process governing flow.
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although these features may relate to shrinkage arte-
facts during drying, the absence of cracks from sites
where no gas was observed suggests that a correla-
tion may exist. Although this method of observation
is not fully quantitative, it indicates that gas flow is
very localized within the clay. This observation sup-
ports the early results describing the evolution of
guard-ring pressures and the time-dependent and
non-uniform distribution of flow.
Modelling gas behaviour
Models of the gas injection experiment were
constructed using the TOUGH2 porous medium
multiphase flow code with the EOS3 equation of
state module (Pruess et al. 1999). It was found that
it was not possible to reproduce many of the impor-
tant features of the data using these models (Fig. 12).
In particular, the relationship between the onset of
gas flow and the magnitude of subsequent flows
could not be matched (Fig. 12c, d). Thus a model
of the test on sample COx-1, which had an onset
of flow at about 180 days as seen in the data, gener-
ated flow-rates that were typically a quarter of those
seen. Conversely, a model that generated flow rates
comparable with those measured had an onset of
flow at about 40 days (Fig. 12).
Harrington et al. (2014) reported similar prob-
lems when modelling the gas injection test
Fig. 8. (a) Shut-in response for test COx-1. The protracted nature of the shut-in response is a function of the initial
gas volume and the non-linearity in the gas flow law. (b) a good numerical fit to the data can be obtained allowing a
prediction of the capillary threshold pressure to be made.
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performed on sample COx-2, again using TOUGH2.
Setting the model parameters to match the observed
response time of the injection guard-ring resulted in
a predicted delay to the onset of gas outflow from
the back-pressure filter until about 1300 days into
the experiment, compared with the 600 days
observed. Also, the gas flow rates were then about
one-tenth of the rates seen in the test. Conversely,
setting the parameters to give the onset of gas out-
flow at the time obtained in the test caused the
model to show pressure changes at the injection
guard-ring much earlier than seen in the test data.
However, the gas outflow rates from this model
were comparable with those obtained in the test.
The short time delay between pressure responses
at the injection and back-pressure guard-rings sug-
gests that some form of direct pathway flow
occurred rather than porous medium flow.
In modelling the data from test COx-1, Gerard
et al. (2014) introduced a hydromechanical coupling
and a hypothetical pre-existing fracture. By allow-
ing fracture permeability and capillary entry pres-
sure to vary with fluid pressure, Gerard et al.
(2014) obtained a greatly improved fit to the data,
highlighting the importance of the coupling between
flow and mechanics.
Fig. 9. Hydraulic inflow rate for sample COx-1 before and after gas injection. The length of the flow transient
following gas injection may relate to the presence of residual gas.
Fig. 10. Pressure and gas flow rate data from sample COx-1. Values in square brackets relate to stage numbers of
the test described in Harrington et al. (2013).
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Gas flow through fractured COx
Fracture flow: hydraulic behaviour and
stress sensitivity
To examine the impact of a fracture on the gas and
hydraulic flow behaviour of COx, a sample was pre-
pared, designated COx-4, containing a natural frac-
ture (Fig. 2). Although this spanned the full length of
the core, the sample retained some degree of cohe-
sion between the fractured segments and remained
‘intact’, as shown in the photograph. As with all pre-
vious tests, the sample was subject to an initial in
situ effective stress of 8 MPa. Following a period
of re-saturation and equilibration, hydraulic testing
was conducted (Fig. 13a).
To examine the sensitivity of the system to
changes in stress, the confining pressure applied to
the sample was reduced in a series of 1.5 MPa dec-
rements (i.e. 9.0, 7.5, 6.0, 4.5, 3.0 and 1.5 MPa).
Following this, the confining pressure was returned
to the starting 9.0 MPa in two steps (4.5 and
9.0 MPa). Inspection of the data (Fig. 13a) suggests
a subtle, continued reduction in permeability with
time, which showed little apparent sensitivity to
the change in confining pressure until 4.5 MPa con-
fining pressure. Therefore, at stresses ,4.5 MPa,
enhanced flow was observed, suggesting that this
stress level was sufficient to close the fracture. How-
ever, it should be noted that the value of permeabil-
ity remained relatively high and was around one
order of magnitude above that expected for intact
COx (see Table 4).
It is worth noting that, for the majority of the
test history, the flow in was similar to the flow out,
suggesting that there was little net uptake of water
and, in turn, a relatively low storage coefficient.
This is clearly seen in Figure 13a, which shows
that the majority of the water uptake following
each stress change occurred within a short period
immediately after the change in boundary stress.
Thereafter, very little water appeared to migrate
into the bulk rock mass of the sample. This further
supports the idea that the fracture properties domi-
nated the hydraulic behaviour of the sample, rather
than the flow being distributed throughout the
Fig. 11. Gas discharge from sample COx-1 following
submersion and gentle heating in a glycerol bath. The
circular marks in images (a) and (b) are the imprints of
the 20 mm diameter injection/back-pressure filters.
(a) Injection face showing a relatively small number of
bubble streams moving vertically upwards. (b) Back-
pressure face with multiple bubble streams moving
vertically upwards. (c) Image of one of the zones
where no gas bubbles were observed. (d) Image of one
of the zones showing microcracks (highlighted) in area
of active gas discharge.
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matrix. This is borne out in the observed hydraulic
conductivity which, as noted earlier, is significantly
higher than that for intact rock.
By tracking the net flow during this phase of test-
ing (from day 43 onwards), it was possible to con-
struct a soil mechanics plot of the void ratio
against the average effective stress (commonly
referred to as an e log P plot) (Fig. 13b). Inspection
of the data clearly shows an increase in the sample
volume as the effective stress decreased in a linear
manner. Initially, this swelling-induced increase in
porosity resulted in a small decrease in the bulk per-
meability, which then increased as the porosity
increased and the confining stress on the fractured
sample was reduced. As the confining pressure
was increased at the end of the unloading cycle,
the permeability followed an almost identical path
to reach a final value of 2 × 10220 m2. By contrast,
the void ratio followed a dissimilar path to that
observed during unloading, suggesting that the
porosity showed some degree of hysteresis. It is
worth noting that the final void ratio at an effec-
tive stress of 7.75 MPa was almost identical to that
seen at the same starting effective stress. Therefore,
although hysteresis was seen during reloading, the
final states were similar. Although the permeability
paths observed during unloading and reloading
were similar, a small difference between the start
and final permeability values was noted. The sample
was seen to dilate as the stress reduced, resulting
in changes in the bulk modulus from 1200 to
120 MPa. These values are low, reflecting both the
mode of measurement (see comments in the section
on consolidation regarding the differences in
Young’s modulus) and the increase in compressibil-
ity induced by the reduction in stress.
Fracture flow: gas behaviour
Figure 14 shows the test history for the gas injection
stage of test COx-4. Figure 14a shows that the test
consisted of three pressure ramps. At the end of the
second ramp the injection circuit pump was isolated
from the system, which resulted in a decay in pres-
sure at the injection filter. This shows that the gas
entry pressure for the fractured sample had been
exceeded. Figure 14b compares the predicted gas
pressure from the ideal gas law with the injection
pressure response and clearly shows that gas entry
occurred at day 23.9 at an excess gas pressure of
around 0.8 MPa. This value was low compared
with the data for the intact material (Fig. 3), support-
ing the suggestion that sample ‘damage’ reduces the
gas entry pressure. Figure 14c shows the flow data
for the end of the second gas ramp. This clearly
shows the onset of outflow from the sample, which
signifies gas breakthrough. This occurred at an
excess gas pressure of 3.2 MPa, although this will
be dependent on the flow rate. A peak excess gas
pressure of 6.0 MPa was achieved during the third
gas injection stage. Following the end of pumping
(gas shut-in), the pressure quickly decayed before
entering a prolonged phase of slow pressure reduc-
tion. Although the asymptote was not fully realized,
a ‘shut-in’ excess gas pressure of c. 1.5 MPa can be
estimated. This is larger than the gas entry pressure
for the sample, indicating that although gas can enter
the fracture, it is unable to form an interconnected
network of conductive pathways. It is also clear
that gas entry and breakthrough occurred fairly early
in the test history and that the fracture was able to
sustain a high excess gas pressure of 6 MPa, which
is one order ofmagnitude greater than the entry pres-
sure. Following gas entry and breakthrough, the peak
pressure was dependent on the permeability of the
fracture. Therefore if the gas pressurization rate
was slower, then the gas peak pressure would prob-
ably be less. Either way, the excess pressure of
6 MPa is still considerably lower than the effective
stress of 8 MPa applied to the fracture.
Discussion
A series of long-duration laboratory tests was
undertaken at the British Geological Survey to
examine the fundamental mechanisms governing
the migration of water and gas through the COx.
These measurements demonstrated that, in the
absence of pre-existing fractures, the movement of
gas was associated with dilation of the clay fabric
and a slow temporal evolution of the gas permeabil-
ity within each specimen (Harrington et al. 2012a,
2013, 2014; Cuss & Harrington 2010, 2011, 2012;
Cuss et al. 2014).
Spontaneous increases/decreases in the guard-
ring pressures and downstream flux occurred
throughout each test and are symptomatic of highly
unstable dynamic pathways that opened and closed
in an apparently random way. Such observations
are difficult to reconcile with standard porous
medium concepts.
The observed hysteresis between the drainage
and imbibition responses is common (e.g. Harring-
ton et al. 2009; Akbarabadi & Piri 2013) and signi-
fies non-recoverability in the system. Post-test
measurements of desaturation from tests COx-1
(Harrington et al. 2013) and SPP_COx-2 (Cuss
et al. 2014) indicated no discernible displacement
of the interstitial fluid from the original porosity.
This, and the visual observations of localized degas-
sing and accompanying microcrack formation,
strongly suggest that the gas flow was through local-
ized pathway dilation.
Although gas does not directly displace water in
the creation of gas pathways, the development of
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gas porosity through dilation results in the localized
deformation of the fabric adjacent to the flow paths.
As such, this may mobilize very small volumes of
water, which may also contribute to the hysteresis
and lead to the time-dependent responses seen in
the data. Whether or not the gas flow induces visco-
elastic or viscoplastic responses remains unclear
and further work is required to explore the coupling
between stress, strain and gas flow.
The images of gas discharge from the injection
and back-pressure faces of the core (Fig. 11b) sug-
gest that a relatively small number of gas pathways
are responsible for the transfer of gas across the
sample. However, the geometry, size and spatial
configuration of these features remains unclear
because, at present, no technique is available with
which to image the pathways in real time. In
addition, the instability and ephemeral nature of
these features mean that post-test imaging, includ-
ing the techniques used in this paper, should be
treated with caution, as some pathways may close
on depressurization during decommissioning.
The inability of classic porous medium models
to adequately represent the data is not surprising
when we look at the response from the triaxial
test SPP_COx-2 (Fig. 7b) prior to and after gas
breakthrough and the clear hydromechanical cou-
pling evident in test COx-3 (Fig. 8c, d). The data
clearly show that gas flow is accompanied by a
small, but well-defined, volume increase of the sam-
ple, which cannot be explained by compressibility
calculations (Cuss et al. 2012). The data clearly
exhibit time-dependent strain. As dilation increases,
so does the volumetric discharge from the sample.
Fig. 12. Pressure (a) and flow rate (b) data collected during the gas injection test on sample COx-1 compared to
TOUGH2 models that fit either.
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These data conclusively demonstrate that permeabil-
ity is a dependent variable, integrally linked to the
conductive pathways’ aperture (manifest as volu-
metric strain in this test). It is interesting to note
that, in the triaxial test (Fig. 6b), the observed
increase in radial strainwas non-uniform, suggesting
localized flow within the sample. Further work is
required to better understand the coupling between
stress, strain, breakthrough and permeability.
However, the existence of time-dependent dis-
crete pathway flow coupling gas pressure gradient,
porewater pressure and stress has been well docu-
mented in pure clay systems (e.g. Horseman et al.
1996, 1999; Horseman&Harrington 1997; Harring-
ton & Horseman 2003; Sathar et al. 2012). A similar
coupling between gas flow and the development of
dilatant pathways in natural plastic clays has also
been proposed (e.g. Horseman & Harrington 1994;
Ortiz et al. 1996; Sen et al. 1996; Harrington &
Horseman 1999; Rodwell 2000; Harrington et al.
2009). Cuss et al. 2014 (which also contains
observations from LAEGO-ENSG-Universite´ de
Lorraine, France) and Angeli et al. (2009) directly
measured an increase in sample volume during gas
flow. Similar observations were reported by Har-
rington et al. (2009, 2012a, 2014), who measured
changes in the volume of the confining system dur-
ing gas flow. Additional evidence for dilatant gas is
provided by Harrington et al. (2012b), in which gold
and titanium oxide nanoparticles were injected into
an unlithified clay sample. Post-test scanning elec-
tron microscopy analysis found clay draped around
Fig. 12. (Continued) (c) outflow gas breakthrough time or (d) the outflow rates.
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aggregates of gold particles, the latter only able to
enter the clay if dilation of the fabric had occurred
during gas flow.
In contrast with observations made on intact
samples of COx, measurements performed on a nat-
urally fractured sample (subject to hydrostatic
stress) demonstrated that bulk permeability is con-
trolled by the presence of the fracture. The unload-
ing of the fracture resulted in a minimal change in
permeability until a confining stress of 4.5 MPa,
which suggests that this stress level is sufficient to
close the fracture and/or prevent further damage
to the sample. Reloading of the fracture resulted in
a near-identical relationship of permeability with
effective stress, although differences were noted
towards the end-point of the path at the maximum
effective stresses. As expected, the void ratio
increased during unloading as the sample relaxed
because the stress acting on the fracture reduced;
at the same time, the bulk modulus reduced con-
siderably. Hysteresis was observed during reload-
ing, although the final void ratio was almost
identical to the starting void ratio at a similar effec-
tive stress.
Gas flow through the fracture was, as expected,
dominated by the presence of the fracture. A low
excess gas pressure was sufficient to initiate gas
flow. This observation adds weight to the hypothesis
that tests conducted in samples damaged during
sampling and/or preparation yield lower gas entry
pressures as a result of their transport properties
being dominated by microfractures (Fig. 3). By con-
trast, tests identified as intact, i.e. free from possible
sample ‘damage’, can sustain excess gas pressures
Fig. 13. (a) Net inflow of water as confining stress decreased and then increased for COx-4. (b) Void ratio and
permeability against average effective stress for COx-4.
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Fig. 14. Gas injection test conducted in a fractured sample (COx-4). (a) gas flow rates; (b) determining gas entry
pressure; (c) determining gas breakthrough pressure.
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close to the applied effective stress (Cuss et al.
2014). This tentatively suggests that samples which
display gas entry/breakthrough pressures signifi-
cantly lower than the effective stress may not reflect
the properties of bulk intact rock.
It is clear that attempts to model these gas injec-
tion experiments in terms of porous media have
been unable to reproduce significant aspects of the
data because many features are indicative of the
development of discrete flow pathways. As such,
these results complement other studies that have
shown the importance of the time-dependent, dis-
crete pathway flow of gas in pure and natural plastic
clays. Such behaviour should be considered in the
future development of microstructural models
aimed at describing gas advective flow in compact,
saturated, clay-rich materials.
Conclusions
Based on a detailed analysis of laboratory data, it is
our assertion that the advective movement of gas
through initially intact, water-saturated COx can
only occur through the development of pressure-
induced dilatant pathways (i.e. the formation of
pressure-induced microfissures). Dilation of these
pathways, and therefore the surrounding fabric, oc-
curs at gas pressures significantly below that of the
minimum principal stress. Flow is through a local
network of unstable pathways, the properties of
which vary temporally and spatially within the mud-
stone. Gas flow appears to be highly localized, with
visual observations suggesting a relatively small
number of conductive pathways contributing to the
flow of gas.
The coupling between gas flow and volumetric
strain accounts for the time-dependent effects
observed in this study, although further detailed
work is required to better understand the coupling
between stress, strain, breakthrough and permeabil-
ity. As the gas flow is along pressure-induced pref-
erential pathways, permeability is a dependent
variable related to the number, width and aperture
distributions of these features.
As expected, the hydraulic and gas transport
properties in fractured samples are dominated by
the properties of the fracture. Gas entry occurs at
significantly lower pressures than those measured
for intact rock. Microfissuring and engineering
damage sustained during field sampling and speci-
men manufacture probably account for many of
the low gas entry pressures observed by some
researchers. Permeability of the fractured sample is
stress-dependent, increasing significantly at con-
fining stresses ,4.5 MPa. Although the fractured
sample exhibited minimal hydraulic hysteresis, gas
testing of intact rock showed significant differences
between the drainage and imbibition cycles, sug-
gestive of potentially different controlling advective
mechanisms. The data suggest that, although the act
of injecting gas through intact COx has a significant
effect on specific storage (through compressibility
of the residual gas), the changes to permeability
are minor.
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